IDAHO TRANSPORTATION DEPARTMENT
VEHICLE SPEED BY LANE REPORT - From 2004 Permanent Weigh-In-Motion Data

District 4 - Filer - US30 - 2.0 Mi. W. C/L
Sunday 1 August Thru Tuesday 31 August 2004
Total Traffic - All Lanes Included

Vehicle Direction of Travel
West Bound East Bound

Lane Lane Average Lane Lane Average Total Average
Speed Bin Count % Speed Count % Speed Count | Type % Speed
0-30 46 0.05 26 105 0.11 27 151 0.08 27
30-35 66 0.07 34 139 0.15 33 205 0.11 33
35-40 230 0.26 38 296 0.32 38 526 0.29 38
40 — 45 574 0.64 43 458 0.50 43 1032 0.57 43
45-50 1767 1.98 49 1353 1.48 49 3120 1.72 49
50 -55 8108 9.08 54 6855 7.48 54 14963 8.27 54
55 -60 33013 36.96 58 29920 32.64 58 62933 34.77 58
60 — 65 36514 40.88 62 | 38428 41.93 62 74942 41.41 62
65-70 7527 8.43 67 | 11551 12.60 67 19078 10.54 67
70-75 1128 1.26 72 2068 2.26 72 3196 1.77 72
75-80 198 0.22 77 321 0.35 78 519 0.29 77
80 -85 67 0.08 83 96 0.10 83 163 0.09 83
85— 140 91 0.10 99 64 0.07 95 155 0.09 97
Total by Lane 89329 49.36 60 91654 50.64 61 180983 100.00 61
Total by Direction 89329 49.36 60 | 91654 50.64 61
50" Percentile Speed 61
85" Percentile Speed 65




